
TIN 305629

Range 192 

Net weight 73 kg

Insulation 75 mm

Heat exchanger surface S1 0.75 m²

Heat exchanger surface S2 0.54 m²

Heat exchanger capacity S1 4.6 L

Heat exchanger capacity S2 3.3 L

Heat losses ∆T 45K 41 W

Energy class A 

Maximum
operational temperature 

95 °C

Maximum operational temperature of the heat exchanger 110 °C

Rated pressure of the water tank 8 bar

STORAGE TANKS FOR DOMESTIC HOT WATER ENERGY 

EffiCIENCY CLASS A WITH TWO HEAT EXCHANGERS

EV 7/5 S2 200 65 A PS
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Rated pressure of the heat exchanger 6 bar

V40 - hot water delivered with a temperature of at least 40℃ (S1) 280 L

V40 - hot water delivered with a temperature of at least 40℃ (S2) 136 L

Diameter 650 mm
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Information EV 7/5 S2 200 65 A PS

Increased efficiency of the insulation from hard PU

Energy Efficiency class A in accordance with EU Directive ErP 2010/30/EU.

High-quality enamel coating ensuring long operating life

Effective anode protection

Service flange for easy inspection and cleaning of the device

Option for installation of an electric heating element

Option for installation of a thermal regulator

Option for installation of a thermal sensor

Serie information EV 7/5 S2 200 65 A PS

The range includes models with volumes of 200 and 300 liters. Suitable to supply with domestic hot water 

single and multi-family households. These models  provide option for connection to two additional heat 

sources (solar thermal system, gas boiler and solid-fuel boiler)
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